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GUIDANCE ON THE APPLICATION OF MERCHANT SHIPPING AND FISHING VESSELS (PROVISION AND USE OF WORK EQUIPMENT) REGULATIONS  2006 AND THE MERCHANT SHIPPING AND FISHING VESSELS (LIFTING OPERATIONS AND LIFTING EQUIPMENT REGULATIONS) 2006 TO FISHING VESSELS

This guidance is issued by the Maritime and Coastguard Agency. Following the guidance is not compulsory and you are free to take other action. But if you do follow the guidance you will normally be doing enough to comply with the law. The FISG Health & Safety Sub Group was consulted in the preparation of this guidance. Any queries on this guidance should be directed to the local MCA Marine Office. 

This is intended to provide employers and the self employed with guidance on the application of the MS & FV (Provision and Use of Work Equipment) Regulations 2006 (PUWER) and the MS & FV (Lifting Operations and Lifting Equipment) Regulations 2006 (LOLER) to typical work equipment found on Fishing Vessels.

All tools, machinery and equipment used at work (‘work equipment’) are covered by the requirements of PUWER. This includes everything from a trawl winch to a gutting knife. Equipment not owned by the fisherman but being used by  him for a work activity, for example a borrowed pot hauler, is also covered and it is the responsibility of the user to ensure that it complies with  all legal requirements.

Work equipment which is also lifting equipment will additionally be subject to the requirements of LOLER.

The provision of both PUWER and LOLER are applicable to self-employed persons on fishing vessels in respect of their own activities or any equipment supplied by them for use of other persons.

Fishing Vessels themselves are not work equipment, but where parts of the vessel are a part of, or support lifting equipment, LOLER will apply to them in as much as their suitability to support the lifting equipment and its load must be assessed.

PUWER requires that work equipment is suitable for the work to be carried out, or is properly adapted for that purpose, and may be used by workers without impairment to their health or safety. Modern equipment which is ‘CE marked’ should be accompanied by an instruction manual which contains information on the normal conditions of use of the equipment. Advice should always be sought from manufacturers and/or suppliers where work equipment is to be used for tasks for which it was not designed and tested.

For LOLER to apply the principal function of the work equipment should be ‘to lift a load’. Winches or similar equipment used only for hauling loads “horizontally “would not attract the application of LOLER but would be subject to PUWER. If such winches etc are also used for lifting then LOLER will also apply.

PERIODIC INSPECTIONS AND THOROUGH EXAMINATIONS

Risk assessments carried out to meet the requirements of the Merchant Shipping and Fishing Vessels (Health and Safety at Work) Regulations 1997 should, if carried out properly, identify any significant risks from the use of the work equipment, including that used for lifting.

Where regular inspection or thorough examination of the equipment would address  such risks, eg failure of a component through wear, PUWER or LOLER  (as appropriate) requires periodic inspections and/or thorough examinations.

PUWER requires that work equipment exposed to conditions causing deterioration liable to result in dangerous situations is inspected at suitable intervals to ensure that its integrity is maintained and any deterioration detected and remedied in good time. 

These inspections could be integrated into regular maintenance routines such as greasing etc.

Risk assessment should determine whether the work equipment could deteriorate in such a way as to pose a potential risk to operators or other persons. 

The scope of the PUWER inspection and the level of competence required of the person, who will carry it out, will depend on the findings of that assessment.

LOLER requires that, where the safety of lifting equipment depends on the installation conditions, it is inspected by a competent person—

(a) after installation and before being put into service for the first time; or

(b) after assembly at a new site or in a new location,

to ensure that it has been installed correctly, in accordance with any manufacturer's instructions, and is both safe to operate and capable of operating safely. In this context "inspection" means such visual or more rigorous inspection by a competent person and may  include testing should this be considered appropriate by the competent person. 

LOLER also requires that lifting equipment be thoroughly examined by a competent person:

(1) in the case of lifting equipment for lifting persons or an accessory for lifting at least every 6 months;

(2) in the case of other lifting equipment, at least every 12 months; or

(3) in either case, in accordance with a scheme of examination laid down by a competent person.

Additionally a thorough examination is required if the lifting equipment is exposed to ‘exceptional circumstances’ which are liable to jeopardize the safety of the equipment. In this context “exceptional circumstances” includes modification work, accidents, natural phenomena and prolonged periods of inactivity.

Examples of work equipment specific to a fishing vessel

See table attached.  

Summary of recommended inspection/thorough examination requirements for equipment used on fishing vessels
A “competent person” for the purposes of the carrying out of “Thorough Examinations” under LOLER or “Inspections” under PUWER could be the skipper or a crew member or a shore-based person with the appropriate knowledge or experience 
(1) Frequency of Thorough Examinations of Lifting Equipment and Inspections of Work Equipment where both are required

	Work equipment
	Lifting Equipment
Thorough Examination
	Work Equipment 
Inspection
	COMMENTS

	Trawl blocks, gantries and lifting points
	Annual
	1 Month
	All replacement fixed gear blocks (except trawl blocks) should be marked with a safe working load (SWL) or equivalent (and may also be certified)  


	Power block/crane
	3 Months
	3 Months
	

	Cod end Derrick
	1 Month
	1 Month
	

	Derricks and cranes including landing derrick

	1 Month
	1 Month
	

	Booms (beam trawler)

	1 Month
	1 Month
	

	Scotch poles (clammer)

	1 Month
	1 Month
	

	Hand blocks and pulleys  (including catch loading pulley)

	1 Month
	1 Month
	

	Miscellaneous lifting gear eg. Chain blocks, engine room lifting equipment
	Annually and before use if used frequently
	Annually and before use if used frequently
	


(2) Frequency where Inspection of Work Equipment only is required

	Work Equipment 


	Inspection Frequency


	COMMENTS

	Trawl Winch and seats

	3 Months
	

	Fishing blocks and leads

	3 Months
	

	Rope reels and net drums

	3 Months
	

	Haulers

	3 Months
	

	Net stacker

	3 Months
	

	Fish handling and processing systems

	6 Months
	Check guards

	Gutting Machines

	1 Month
	Check guards

	Tipping doors (clammer)

	3 Months
	

	Auto hooks and baiter (long liner)

	1 Month
	Check guards

	Riddler
	1 Month
	Check guards


	Work Equipment
	LOLER

‘Time between checks in months’
	PUWER

‘Time between checks in months’
	Date Inspected
	Pass or Fail

‘Indicate with a tick or cross’
	Comments

	Trawl Winch

PORT
	
	
	
	
	

	Trawl Winch

STBD
	
	
	
	
	

	Gilson Winch

PORT
	
	
	
	
	

	Gilson Winch

STBD
	
	
	
	
	

	Landing Winch

PORT
	
	
	
	
	

	Landing Winch

STBD
	
	
	
	
	

	Net Drum/s
	
	
	
	
	

	Pot/Line Hauler
	
	
	
	
	

	Emergency Stop

Facilities

Identify Locations

Port

Stbd
	
	
	
	
	

	Hydraulic Isolation Valves
	
	
	
	
	

	Electrics
	
	
	
	
	

	Protective Guards on Machinery 
	
	
	
	
	

	Lifting Equipment in Engine Room

Gantry Crane

Chain Blocks etc
	
	
	
	
	

	Fish Room Ladders
	
	
	
	
	

	Factory deck Equipment

Gutting Machines etc
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	Work Equipment
	LOLER

‘Time between checks in months’
	PUWER

‘Time between checks in months’
	Date Inspected
	Pass or Fail

‘Indicate with a tick or cross’
	Comments

	Gantry
	
	
	
	
	

	Goal Posts
	
	
	
	
	

	Lifting Boom

PORT
	
	
	
	
	

	Lifting Boom

STBD
	
	
	
	
	

	Landing Derrick

PORT
	
	
	
	
	

	Landing Derrick

STBD
	
	
	
	
	

	Topping Lift
	
	
	
	
	

	Cod End Lifting Gantry
	
	
	
	
	

	Hanging Blocks

PORT
	
	
	
	
	

	Hanging Blocks

STBD
	
	
	
	
	

	Loose Lifting Equipment

Wire Strops

Nylon Strops

Chains

Hooks
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	


Delete items which are not applicable. Additions can be made as applicable
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